Seed Metering System

Key Features
Auto Air Pressure (All YP Models)

Positive Air -vs- Vacuum

“Dead Drop” provides precise spacing
5.5 mph Clearshot seed tube maintains precise spacing
Only two adjustments 1) Inches Of Air 2) Seed Pool

Low Maintenance

Available On

e YP-2425A - 60’ Pull-Type Bulk
e YP-1625A - 40’ Pull-Type Bulk
e YP-1225A - 30’ Pull-Type Bulk
e YP4025A - 40’ Pull-Type Bulk

e 3PYPA - 40’ 3-Point Mounted Bulk
e 2525A - 25’ 3-Point Linear Box
2025A - 20’ oint Linear Box
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Air-Pro Simplicity

Seed  Air
In In

Rain | Wind

Disk .
Cover (Com Disk Shown) §

Air-Pro Facts

Automatic Positive Air is provided with one fan for both bulk seed deliv-
ery and metering. Competitors use 1 fan for the meters and another for
bulk delivery, dramatically increasing hydraulic requirements.

Meter wheels are extremely easy to install with just a twist of the wrist.
Includes a sun and rain cap to protect the meter wheels and seed from
the elements.

Meter tests show exceptional brush durability but if you should ever have
to remove the brushes just turn the 1/4 turn screws and remove the
brush assembly.




Air Flow Schematic (YP)
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Meter Wheels Under Development

e Sunflowers e Cotton
e Sugar Beets e Small Edible Beans

www.greatplainsmfg.com



























Great Plains — systeme AirPro
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Initial Meter Pressurization: Round Corn
Pressure/Seed Comparison ) f
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Disponible sur les modele
YP1225A
YP1625A
YP 2425A
YP4025A
3PYPA

2525A et 2025A
linear box

Espacement disponible
15 po
20 po
30 po et Twin-row
36 po et Twin-row




