






























































































































































~ 3700 FRONT FOLDING

SUPERIOR DESIGN
AND STRENGTH!

3700 Front Folding 24 Row (22")
with Triple Transport Tire Option

7" XT7"X/," TWO-SECTION TOOLBAR —

reinforced with a 4" x 7" x %" overhead truss and
additional plating. The planter rides on a heavy-duty
transport axle with oversized tires. The 10" x 10" x %"
telescoping tongue extends or retracts as the planter
folds or unfolds. An internal tongue cylinder and two
4" x 15" helper cylinders provide the power for folding.

3700 Front Folding
24 Row (30")
Also available in 16 Row 30", 24 Row 20",

24 Row 22" and 36 Row 20" sizes.

How does it work? Simply.

The elevated forward tongue section is lowered from transport position via the parallel e STANDARD 12VDC POINT ROW CLUTCHES
linkage forward tongue section with a 32" x 20" cylinder. A 2-stage telescoping
tongue (single stage on 16 Row 30", 24 Row 20" and 24 Row 22") combines with draft
links and wing braces to unfold the wing sections as the heavy-duty axle slides back
into the planting position. This reduces hitch weight and improves maneuverability
during transport. Automatic and manual lockups combine for superior transport
clearance and added safety when the planter is in the raised transport position.

can shut off either half of the planter when finishing
fields or in point row situations.




AND WHEN YOU’RE READY TO FOLD
AND TRANSPORT, IT HANDLES LIKE
A MUCH SMALLER PLANTER!

(It’s all controlled right from the tractor seat. )

Row markers, point row
clutches and folding

| functions are all controlled
| from the 12VDC,
cab-installed console.

| Features include a
low-voltage backlit display
and corrosion-resistant
contacts in a heavy-duty
aluminum hitch connector.

(a) Changing populations?

Convenient, precision-cut, plated sprockets are mounted immediately above easy-
access transmissions at the end of each wing. Spring-loaded wrap spring idler arms
keep it simple ... no tools required! Plenty of combinations are available in small
increments. Shear pin protected.

(b) Compact! Positive drive!
Front-mounted wheel assemblies give you the reliability of contact drive; and the
modular, bolt-on design offers the freedom to change row spacings.

DIMENSIONS/WEIGHTS

TRANSPORT HITCH OPERATING | SHIPPING
WIDTH* HEIGHT LENGTH WEIGHT WIDTH LENGTH WEIGHT**
16R (30" 13'0" (396cm) 11'6" (351cm) 30" 8" (935¢m) 4850 Lbs (2200kg) 43'0" (1311cm)  28' 0" (853cm) | 14,528 Lbs (6590kg)
24R (20" 13'0" (396cm) 11'6" (351cm) 30" 8" (935ecm) | 5400 Lbs (2449kg) 43'0" (1311cm)  28' 0" (853cm) | 16,240 Lbs (7366kg)
24R (22") 13'0" (396cm)  11'6" (351cm)  30' 8" (935cm) | 6520 Lbs (2957kg) 47'0" (1433cm)  28' 0" (853cm) | 18,080 Lbs (8201kg)
24R (30") | 13'0"(39%6cm) 116" (351cm) 36'8" (1118cm) | 7150 Lbs (3243ko) 63'0" (1920cm)  30'8" (935cm) | 21,698 Lbs (9842kg)
|
36R (20") 13'0" (396cm)  11'6" (351cm)  36'8" (1118cm) | 8200 Lbs (3720kg)*** | 63'0" (1920cm)  30' 8" (935cm) | 24,466 Lbs (11098kg) |
*14'0" fequipped with granular chemical attachments. IV Sl
** Base machine weights include: planter frame with row markers; drive components; tires and wheels; hydraulic cylinders and hoses; 12VDC control console; KINZE plateless row units less closing wheels; seed hopper and lid; and dual quick-adjustable down force springs.
*** Additional customer-supplied drawbar support required with 36 Row 20" due to heavy transport hitch weights.
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3700 FRONT FOLDING

SPECIFICATIONS

| TYPE:
' Pull Type. 2-section center flex. Hydraulic front-folding frame.

- RECOMMENDED PLANTING CONDITIONS:
Conventional, mulch-till, ridge-till or moderate no-till

SIZES/ROW SPACINGS:
16 Row 30" (76.2 cm)
24 Row 20" (50.8 cm)
24 Row 22" (55.9 cm)

( )
( )

24 Row 30" (76.2 cm
36 Row 20" (50.8 cm

DRIVE SYSTEM:
Spring-loaded contact drive system, using No. 40 single-pitch roller
chain and spring-loaded wrap spring idlers. 7&" (2.2 cm) hex drill and
drive shafts. Point row clutches.

TRANSMISSIONS (2):
End-mounted (one ateach end of planter). Quick-adjustable. No. 40 single-
pitch roller chain and spring-loaded wrap spring idler. Interchangeable
precision-cut sprockets stored on transmissions.

e TRANSPORT SYSTEM:
LIFT:
Master/slave rephasing. Four 412" x 10" master cylinders/two 434" x 20"
slave cylinders. All sizes.
TIRES/HUBS:
Transport: Four 36" x 16" x 17.5" Rib Duplex 14-ply tubeless
(255-70R 22.5 radial load range Htubeless on 24 Row 20" and 24 Row 22");
312" diameter (8.9 cm) spindles; 10-bolt hubs.
Wing/Lift: Four 255-70R 22.5 radial load range H tubeless tires; 112"
diameter (3.8 cm) spindles; 6-bolt hubs.

ROW MARKERS:
Tubular construction. 16" diameter (41 cm) solid blades with metal
depth bands. Tapered roller bearings in cast iron hubs.
Adjustable pitch, 0-22°.
Note: Notched blades are available from KINZE® Repair Parts.
ROW MARKER DESIGN:
16 Row 30", 24 Row 20": low-profile, two-fold.
24 Row 22", 24 Row 30", 36 Row 20": low-profile, three-fold.

SCV OUTLETS REQUIRED:
Dual SCV for independent operation of lift and markers.12VDC control
console/solenoids select marker, folding and point row clutch functions.

ROW UNIT ATTACHMENTS:
* No Till Coulters
* Residue Wheel Attachments
* Coulter Mounted Residue Wheel Attachments
* Disc Furrowers
* Granular Chemical Attachments

FRAME MOUNTED ATTACHMENTS:

* Frame Mounted No Till Coulters
* Coulter Mounted Residue Wheel Attachments

OPTIONS:
* Electronic Seed Monitors (KPM | or KPM Il Stack-Mode)
* Piston Pump Packages

* Piston Pump Mount and Drive Packages
(included when ordering Liquid Fertilizer Piston Pump Option)

FRAME CONSTRUCTION:
WINGS:

* Rear Trailer Hitch
(16 Row 30"/24 Row 30" only)

* Half Rate (2 to 1) Drive Reduction Packages

* Triple Transport Tires
(24 Row 20" or 24 Row 22" only)

* Row Unit Extension Bracket Packages
(to accommodate Coulter Mounted Residue Wheel Attachments on 20"/22" sizes)

* Auxiliary Safety Chain Packages

7" x 7" x 2" (17.8 x 17.8 x 1.27 cm) steel tube reinforced with
4" x 7" x %" (10.2 x 17.8 x .95 cm) overhead truss.

HYDRAULIC TELESCOPING TONGUE:

10" x 10" x 34" (25.4 x 25.4 x .95 cm) steel tubing with hydraulically
operated parallel linkage forward tongue section; adjustable, malleable
iron swivel single hitch clevis with 218" (5.4 cm) pin hole.
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