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The cutting blade in the floating
cutting unit with the supporting
jows leave undamaged cutting
surface. The solid structure allows
rough use, and high quality steel
blade is insensible for stones,
sand or stumps. PATU-head can
be pushed under snow or ground-
cover moss to minimize stump
height. The cutting unit is
extremely reliable and runs with
minimal costs. No more problems
or wasted money with chains or
guide bars!

PATU 23G and 25G can be
installed to a normal farm tractor
without. extra hydraulics.  The
heads are operated with two
hydraulic hoses like a normal
timber grapple. Only an electric
cable from the cabin to the head

has to be added.

PATU 23G and 25G are easy to
operate: The three electric
switches in the cabin are used to
choose the function; tilt (felling) or
cutting. The chosen function is
then operated by the grapple
open/close valve.
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23G & 25G - EXCELLENT COMBINATION OF A FELLING HEAD AND A
TIMBER GRAPPLE FOR BIOENERGY HARVESTING

PATU 23G and 25G are designed for cost-effective bioenergy harvesting
in all conditions. The same unit can be used for felling of trees as well as
loading of timber. The most robust design ever seen makes these heads

really versatile: Bioenergy harvesting, clearing, thinning, fuel wood
production, demolishing of buildings etc. PATU 23G and 25G are
designed to be installed to farm tractors, the 25G fits also to forwarders.

Reliability, ease of
maintenance  and  high
performance have been the
key issues when designing
PATU products, as well as
safety during operation and
maintenance.  The  high
quality is guaranteed by one
of the biggest manufacturers
of tractor-mounted forest
machines in the world.

TECHNICAL DATA

Model 23G 25G
Max. cutting 23 cm 25 cm
diameter 9” 10”
Max. opening 63 cm 92 cm
of the grapple 24.8” 36.2”

Cutting force 95 kN (@ 150 bar pressure)
21 356 Ibft (@ 2 175 PSI)

Max. pressure 200 bar
2 900 PSI
Recommended 40— 60 I/min 50— 100
oil flow 10 - 16 gal [/min
(imp)/min 13- 26 gal
(imp)/min
Height in 70 cm 86 cm
felling position 272" 33.8”
Weight 160 kg 290 kg
350 Ibs 640 lbs
Recommended Farm tractor ~ Farm tractor
carrier or forwarder

All specifications are subject to change without notice.
Listed values without obligation.




