La nouvelle génération des produits FORESTERI est née!

Découvrez ces appaireils serviables !
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KESI Anvs TECHNICAL DATA 4560C

Single axle Tandem axle Container Diesel

Total weight (without loader) | 6850 kg 15100 lhs B050 kg 17750 lbs 12500 kg 27500 |bs 12500 kg 27500 |bs
Total length 5530 mm 182" 6760 mm 22'2" 7750-mm 25'5"" TE00 mm 24'11"
Widlth 2350 mm 78" 2550 mm 8'4"" 2660 mm 8'8" 2550 mm 8’4"
Mae. height (without loader) 4650 mm 153" 4570 mm 15'7" 3800 mm 12'6" 3550 mm 118"
Ground clearance 260 mm 14" 420 mm 16.5" G600 mm 23.6" 500 mm 19.7"
Tyra size 40055225 550/45x22.5 TOOMEx22.5 5E0/AEx22.5
Width of feed arifice 600 mm 23.6"
Height of feed orifice 450 mm 17.7"7
Drum diameter 5T0 mm 22.4"
Murmber of knives & pcs
Drum speed max. 1000 rpm
Scresn size 20... 100 mm 0.8"...4"
Infeed Hydraulic, automatic feeding control with Parker [QAN® system
Chip output* .. 150 m%h ... 5300 fi'h ... 165 m¥h ... 5800 ft¥h
Height of discharge chute 3150 ... 4650 mm 3070 ... 4750 mm 3700 mm

1004 163" i 0t B gl 129
Slewing angle of the chute 270° 270° 270° 270°
Tipping height. of container - - 3160 mm 10°4™ -
Container volume - y 13/16 m® -

460/800

Power requirement 100 ... 150 KW 100 ... 150 KW 100 ... 150 kW -

130 ... 200 hp 130 ... 200 hp 130 ... 200 hp -
Engine model = = £: SisuDiesel 84 Eta tier’
Enging power = - - 221 KW2000 mpimyd300 MNm

296 hp/2000 nomySa0 It

Fuel tank TOO1 154 gal (US)
Electric system 12V DC 12vDC 12V DC 24V DC

Loader options

N

Foresteri 400/500

Foresteri 400/500/600/700

Foresteri 600/700

*Depending on engine power, conditions and raw material.
The dimensions diven by the manufacturer are suggestive. All rights resened.






