+D8 Walvoil

The technical features, flow rate and pressure
make the SD8 ideal for numerous application,
but particularly for cranes, telescopic boom
fork lifts, back hoe excavators and compactors.

General Features

Series, parallel, tandem circuit

Direct main relief valve

Arranged power beyond

Pressure line load check valve for each port

Fitted for anti-shock, anti-cavitation and combined port services valves:

main filler valve and hydraulic or electric pilot unloader valve

manual inlet switch ( for sideshift lock port): panel flanging on pilot control
check valves also possible.

Inlet covers and intermediate sections with priority flow

valves and compensated adjustable flow valves are avalilable along with a dual-feed
intermediate return manifold

Hand lever, joystick, hydraulic, on-off penumatic and proportional, on-off
electro-pneumatic, direct solenoid and on-off electro-hydraulic and proportional
control kits

Fitted for pin dual control

Double-acting, single-acting, floating and regenerative circuit spools

Spring and detent spool control

Technical features

Nominal Flow Rating: 80l/min 21 USgpm

Rated Pressure: 315bar 4600psi

Maximum Back Pressure: 25 bar 360psi (on T Outlet)
Internal Leakage: 3cm*min 0.18in*min

Spool diameter: 18 mm

Stroke: +/-7 mm

Standard Threads:
BSP Metric Sae

P G1/2 M 22x1.5 10
A-B G1/2 M 22x1.5 8
T-C G3/4 M 27x2 10
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